
NEW

Euro® Honed 6x4 
 Available in NSW

COLOUR OPTIONS

Due to natural variations in 

aggregates, colour tones may 

vary from batch to batch.

Whilst these swatches provide 

a good indication of the 

products colour, you should 

always sight product samples 

before use.
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Recommended For

These premium large format pavers feature a near polished, 

honed surface texture which increases aesthetic appeal by 

exposing the natural aggregates within the paver.

The highly detailed finish includes a light shot blast which  

lightly textures the surface which achieves a P5 Slip Rating.

* When laid on a suitably prepared 
concrete base
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FOUNDATION OPTIONS AND GENERAL INSTALL GUIDE

Adbri concrete paver

Jointing sand

Compacted Roadbase (min. 75mm)

Sub base (natural soil)Bedding sand
(nominal 25mm)

FLEXIBLE INSTALLATION - ROADBASE & SAND

Adbri concrete paver Jointing sand

Concrete (min. 75mm)

Sub base (ground) 
100mm for driveways

SL82 mesh
in center

Wet mortar bed (15-25mm)

RIGID INSTALLATION - CONCRETE BASE

NOTE:  Always seeks advice from a qualified professional when laying pavers on sloped land or where soil conditions or load pressures are unknown.

Range
Size (mm) 

L x D x H
No. per m2 Slip Resistance rating No. per pallet Colours

Euro® Honed 6x4 600 x 400 x 38 4.16 P5 - very low slip risk 108
Prague

Cyprus

TECHNICAL INFORMATION

Euro® Honed 6x4 

4.16 units per m2

400mm

600mm

38mm

AVAILABLE SIZES

BRICKS      |      BESSER ® BLOCKS      |      PAVERS      |      RETAINING WALLS
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